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OPTI-GUARD"” TMM

HIGH PRESSURE
6,000psi / 400bar

RO

OPTI-GUARD sets the standard for low impact, easy to use pre-column protection. Designed

for use with ANY analytical (4.6, 3.0mm i.d.) and narrow-bore (2.1, .0mm i.d.) columns, the

patented floating stem design automatically adjusts to all manufacturer’'s tube stop depths for a

zero-dead-volume connection every time. The best part? It is no larger than a standard fitting.

As always, custom packing is available.

OPTI-GUARD® Tmm

Guard Column

10-02-00007
10-02-00010
10-02-03211
10-02-00014
10-02-00018
10-02-00022
10-02-00026
10-02-00030
10-02-00034
10-02-04068
10-02-03463
10-02-01714

C18, 5/Pk

C8, 5/Pk

C4, 5/Pk

Silica, 5/Pk

Phenyl, 5/Pk
Cyano/CN, 5/Pk
Amino/NH2, 5/Pk
Anion Exchange, 5/Pk
Cation Exchange, 5/Pk
DVB, 5/Pk

Custom Packed, 5/Pk

Method Development Kit
(Assortment of your choice 5/Pk)

OPTI-GUARD® Tmm
Biocompatible Guard Column

10-02-03532
10-02-04708
10-02-03534
10-02-03538
10-02-03536
10-02-03680
10-02-03683

Biocompatible C18, 5/Pk
Biocompatible C8, 5/Pk
Biocompatible Silica, 5/Pk
Biocompatible Cyano/CN, 5/Pk
Biocompatible Amino/NH2, 5/Pk
Biocompatible Anion Exchange, 5/Pk
Biocompatible Cation Exchange, 5/Pk

1 mm Disposable
Guard Column
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